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- Profile Type: 

 
557           

 
 
 
 

-  Description:  Mono – Clip; 2-part clip aluminium profile system with 
smooth surface, including fasteners 

 
- Application:   Edge trim with an overall narrow structure, suitable for  

laminate, parquet, strip parquet and multi-layer modular
 floor coverings.  Available in three versions, shown here 

with an application range of 7 – 12 mm. 
 

- Length:    3,0 m 
2,0 m  
1,0 m 

 
- Width :    21,0 mm 

 
- Height:   7 - 12 mm 

 
- Expansion joint width:  11 mm 

 
- Alloy :   Aluminium: EN AW-6060 

 
- Aluminium colors : Alu anodized silver   F4  

Alu anodized bronze  F6 
     Alu anodized sand   F9  
     Alu eloxiert stainless steel  
             optic mat brushed F2G 

 
- Fire protection  

classification:  A1 = non flammable 
   
The indicated data are typical or average values, but are not assured attributes. This 
product is not subject to Construction Products Regulations. 
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_________________________________________________________________________ 
 

Installation 
 
Base Profile: 
Screwing with Torx screws and/or bonding with a suitable adhesive on a dirt, grease and 
dust-free, flat and load-bearing surface. 
 
When installing the floor covering, allow for sufficient expansion joints. 
 
Top Profile: 
Set, align and clip with well-measured hammer blows. 
 
Attention: 
Never use the hammer directly on the profile, always use a wooden or plastic template. 
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